
2020 Demolition Derby Rules 

 
*TRUCKS* 
 
1T. All glass, headlights, tail lights, outside metal moldings, and interior must be removed before reaching 
the track. A minimum of one vertical safety wire or bar must be in Windshield area SHEET METAL TO 
SHEET METAL ONLY. If steel bar(s) are used they must be left and or right of distributor protector and 
may not be used as a kicker or come in contact with distributor protector. 
2T. Four wheel drive models will only be allowed to run one drive shaft. 
3T. All trucks must have numbers on both doors in contrasting colors. 
4T. All glass, headlights, tail lights, outside metal moldings, and interrior must be removed before 
reaching the track. A minimum of one vertical safety wire or bar must be in Windshield area SHEET 
METAL TO SHEET METAL ONLY. If steel bar(s) are used they must be left and or right of distributor 
protector and may not be used as a kicker or come in contact with distributor protector. 
5T. Trucks must have approved seat belts and must be worn at all times during event even after truck is 
out. 
6T. Trucks must be swept clean including the driver’s compartment and bed. 
7T. One battery, group 31 or smaller must be relocated to the front floorboard and securely fastened and 
covered. 
8T. Doors must be welded, chained, bolted, wired, or any combination. 
9T. A four-sided driver protection cage is highly recommended. Cages must not extend more then 6 
inches in front of doors and may not extend behind cab. An optional roll bar may be added but must stand 
straight up and only be attached to inside cage and or cab (inside or out) but not to frame. Two optional 
kickers may be added from the roll bar to gas tank protector. You may bolt the gas tank protector to the 
frame in two places but they will count as two bed bolts. No bolts may be more than 18” behind the cab 
on trucks or 18” behind the rear seat bar on SUV’s. Neither the kickers nor the gas tank protector may 
extend more than 30" behind the cab in trucks or 30” behind the back seat bar in SUV's. 
10T. Bed may have additional washers (not welded), 3" maximum, above floor of bed and in upper flange 
of frame. No additional bolts or welds in bed floor. Rubber mounts may be removed. Factory bed floors 
only. Wood floors must have factory metal strips or no strips(no homemade steel strips). Bed may be 
welded to the cab on the sides only and may be bolted through back of cab (may have spacer material 
between bed and cab). Tail light openings may be welded shut but no added steel. Tailgate may be 
welded on with a maximum of 3" wide strap or angle and may be dropped below frame. Tailgate may be 
bolted to bumper or frame with up to 2 bolts. 
11T. Cab mount spacers may be removed, cab may be welded, wired, and or bolted to frame, with any 
amount and size bolts and washers at your discretion with drivers safety in mind. 
12T. Original fuel tank must be removed and a "steel" tank or fuel cell must be mounted in the front center 
of the bed area, securely bolted in place and covered. Fuel lines may be metal or rubber. Rubber lines 
inside cab should be "hose inside a hose". Electric fuel pumps must have a marked shut off switch within 
reach of the driver. 
13T A. Bumpers: Refer to full size mod class rule for bumper requirements. 
13T B. Unlimited amount of #9 wire (or smaller) is allowed between hood, frame, fenders, and core 
support, etc. to front bumper. Bumpers may be welded to the frame horns or frame rails, steel may be 
added to allow mounting of the front bumper but may not extend past back edge of core support. 
Maximum distance of front of rear bumper to ground 26” and rear bumper minimum of 20" to ground. 
14T. Hoods must have 12" hole over carburetor, factory hood hinge bolts may be replaced with up to 3/8" 
bolts, hood may be wired or bolted shut with up to 6 bolts. Washers may be welded to all wire or bolt 
holes in hoods and fenders. Core support mount bolts may be up to 1" and may extend from frame up 
through core support and through hood. 
15T. All frames must remain OEM stock. Do not add cable, wire, chain, fillers, welds, or added 
reinforcements inside or outside of frame. Do not add cable, wire, chain, fillers, welds, or added 
reinforcements inside or outside of frame. Pick-up frames may be 1/2, 3/4. or 1 ton but must be pick-up 
truck frames. No factory cab and chassis trucks (examples: ambulance, flatbed, or dump trucks), no 3500 
HD frames. 
16T. Inner fenders may be wired to the frame but not bolted or welded. Each wheel opening may be 
bolted with up to 6 maximum 3/8 diameter bolts, washers may be welded to fenders. 
17T. Suspension must remain same type as factory stock and must be mounted same as stock for that 



 

model of truck. You may remove rear shackles and re-mount 
spring hanger and bolt and or weld to frame. Must be stock spring hangers. 
18T. No Locked suspension. You may not weld suspension components such as upper and lower control 
arms or leaf springs. Rear coil spring may be welded or clamped in place. The maximum number of leaf 
springs in any truck will be 6 in the front and 10 in the rear. You may add up to 6 straps or clamps per 
side around front or rear leaf springs. You may reinforce or make steering components including tie rods. 
19T. Distributor protectors are allowed and will be at the discretion of the officials. None wider than the 
top of engine, none down the sides of engine, and no chains. 
20T. Trailer hitches must be totally removed. 
21T. Any engine or transmission may be used in any truck, but must be mounted in stock location. 
22T. Chained, welded, or homemade mounts must meet approval of the officials. 
23T. Exhaust to be straight up or straight down, or exit behind the rear of the cab. 
24T. No homemade radiators. Radiators must stay in stock location, no reserve water tanks, no radiator 
protectors. You may use radiator condenser, screen, or expanded metal in front of radiator but may not 
be welded or excessive. Radiator overflow must be directed toward the ground. 
25T. Transmission coolers are permitted must have high pressure lines and must be safe. 
26T. Any type rear end 1/2, 3/4, or 1 ton (including dually with 1 wheel per side), maximum 8 lug can be 
used in any truck. Homemade spring perches or trailing arm brackets as well as rear end braces may be 
welded to rear end housing. Rear end braces must not be designed in a way to strengthen frame. 
27T. Only gasoline and diesel fuels allowed, no alcohol. 
28T. Any tires, no studs, screws, wheel weights. Valve steam protectors are allowed. 
 
 
*COMPACTS* 
 
 RWD Cars no more than 106“wheelbase & FWD Cars no more than 109“ wheelbase. No full frame cars. 
1. Any questions call first if it doesn't say you can, don't do it. Cars must be stock unless modification is 
stated in the rules. No painting of the frames. Judges decisions are final. All cars are subject to re- 
inspection at any time before, during, or after the event no refunds on illegal cars. We have the right to re-
inspect, cut, or drill any car at any time. If you are caught breaking the rules set here forth you will forfeit 
any and all winnings and or prizes you are due. 
2. All glass, plastic, and interior must be removed before arriving to the event. Cars must be stock unless 
modifications stated in rules. We have the right to re-inspect, drill, or cut any car at any time. If you stretch 
a rule you will lose that rule. 
3. At least a 12” x 12” Roof Sign is Mandatory. 
4. Helmet, Seat Belt, Long Sleeves/Pants & Eye Protection must be worn at all times on the track. 
Body: 
1. Doors may be welded all the way around on outside of body only with 1⁄4: x 3” wide strapping no 
excessive overlapping of strapping is permitted. 
2. Deck lids and tailgates may be welded with a 5” on 5” off rule using 1⁄4” x 3” wide pieces of steel or 9 
wired or banding in 8 spots. Deck lids and tailgates must be in original location deck lids may be folded 
down in the trunk, trunk lids may be dipped along with speaker deck. Speaker deck can be removed, but 
trunk lid can only be welded to quarter panels and taillight assembly only nothing may be welded inside of 
trunk. Deck lids must be factory for make and model of car. 
3. Hood may be 9 wired in 8 places or bolted in 6 places bolts may be 5/8” in dia. front 2 body mounts 
may extend through core support and used as front 2 of the 6 hood bolts 1” all thread max you cannot 
sleeve the all thread with anything from bottom of core support and above. A 12” hole minimum must be 
in the hood. 
4. No interior body seam welding will be permitted. Doors can be welded on outside of body only. On 
preran cars the doors may be repaired back to stock. Rust repair is limited to floorboards and roofs only. 
5. you may have a window bar or wire in windshield and rear window if using metal, it can be no thicker 
than 3/8" and no wider than 3" you may use 2 x 2 pipe. Not solid. These may not touch the rollover bar. 
They can be welded to roof and firewall no more than 6" from the window area. And welded to the floor 
directly above rear axle the rear window bar cannot be attached to anything else except for roof of car 
and floor pan and welded 6"at the rear window on roof and 6” on floor pan. 
 



 

6. Hoods must be open for inspection. Must have a 12" x 12" hole over carburetor. 
7. Cars may not be smashed flat if cars are tucked the rear quarter panels must stay at the factory height 
deck lids must be in factory location (above rain channels). 
8. You can add a piece of angle (4" x 4" x 1⁄4"max.) to top of the core support but can be no longer than 
1" wider than the radiator no other metal permitted on core support. No other metal permitted to be 
welded to core support. 
9. Original gas tank must be removed and replaced with a boat-type tank or fuel cell. Moved inside of car 
behind driver’s seat but no further back than rear axle. No stock fuel tanks permitted inside of car. 
10. Batteries must be moved to passenger side floor board and securely fastened. 
CAGE 
1. You may have a 4-point cage surrounding the drivers compartment with a roll over bar. Bars 6" diam. 
Max must be sheet metal to sheet metal only. Dash bar must be 5” away from all sheet metal, the bar 
behind the seat can sit no further back than 12” from rear of driver’s seat and must be at least 5" off the 
floor measured from the highest part of the floor/ driveshaft tunnel. You may use a rollover bar from front 
side of roll bar across the roof down to dash bar this may not connect to sheet metal. Door bars may be 
no farther forward than the firewall and extend into rear doors on 4 door cars they must stop 2” from back 
of door on 2 door cars they must stop 3” from rear wheel well on the body the rear of these bars must be 
free floating and may not attach to body. 
2. No angling of roll over bars permitted. 
3. You may have gussets in cage at the corners. They must be within 6” of corners of bars only no other 
gussets will be permitted. 
4. You may use 2 down legs to the frame from the rear bar down to frame these must run straight down 
no angling of the down legs permitted. 
5. You may use a floating gas tank protector that comes off the back bar but it cannot be wider than 24" 
The gas tank protector or holder may go all the way back to the sheet metal. The gas tank protector 
must stop at the sheet metal in front of rear axle and rear seat meet. 
6. A center bar from rear seat bar to dash bar is permitted. You may use a bar from the roll over bar on 
roof across the front roof down to dash bar. Door bars may not extend farther forward than the firewall. 
FRAME 
1. Trailer hitches and braces must be removed. No plating, pinning, heat treating, stuffing the frame of 
any kind. Do not paint frame? No welds on frame or K member may exceed a single pass no weave 
passes or building the weld up will be permitted. 
2. No frame creasing or hammering permitted. You can notch or crease rear frame this is to help rear of 
car roll not to strengthen the frame. Frame welding is limited to front and rear bumper areas. you may do 
one of the following not both 1 you can weld 1 seam per side on body from firewall forward or 1 seam per 
side on k member with no metal added. Front frame may be shortened to front side of core support. Core 
support must remain in stock location. 
3. If a frame section needs to be replaced or repaired (rust) you must call first. On pre-ran cars if the 
frame is shortened in the rear and bumper replaced the bumper shocks may not be located closer than 6" 
from hump plate. 
4. Angles for cross member can't be longer than 5" and must be within 12" from factory location. 
5. for coil sprung cars you may use a hump plate they may be 1⁄4" x 6" x 16" centered in the hump they 
will be measured from the top center of the hump and must start no lower than the center of the frame. 
Hump plate must be at least 2" from rear end housing. On leaf spring cars you may use a 1⁄4" x 
 
6" x 10" hump plate to be measured the same way. These hump plates may contour the frame or run 
straight a 
6. You may clip pre-ran cars with a single butt weld with no metal added must use same make and model 
of frame all factory holes in frame must remain open no welding these holes shut permitted. To clip a car, 
you must call to get approval. cross hump. Hump plate must remain flat plate no bending of this over the 
top or bottom of frame. 
7. Front mounting points on K members may be welded to body of car no more than a 3” welded area per 
side permitted they may be bolted solid. 
8. Sway bar and bracket may be welded to the frame this must be in stock location and must only be 
welded to bottom of frame. 
BUMPERS 



 

1. Homemade bumpers are permitted they must be no bigger than 8 1⁄2 “at any point no sharp or 
excessive points will be permitted, this will be measured with a fixture bumpers larger will not run no 
exceptions. There will not be a tolerance for the 8 1/2 “measurement. If using a factory bumper it may be 
loaded or stuffed full. 
2. Bumpers may be no lower than 14” and no higher than 20” to bottom of bumper this will be strictly 
enforced. Bumper seams may be welded metal may be added to bumper this must be done on the inside 
of the bumper front bumper only. Rear bumper may be seam welded no metal may be added to rear 
bumper. 
3. Bumper shocks and bumper brackets may be welded to the frame. Bumper brackets and or shocks 
must be no longer than 12” in length and welded to inside or outside of frame if welded to outside of 
frame they must be on the side towards the outside of car. They will be measured from back side of 
bumper back. You can hard nose the front bumper you may use a 2” x 6” x 1⁄4” plate to weld bumper the 
frame 2 per mounting point these plates must be on side of frame not permitted on top or bottom of 
frame. You may weld shock to frame factory bumper shocks can only be 12” from end of frame and may 
not be moved back on frame. 
ENGINE / TRANSMISSION 
1. No chains on engine permitted solid or aftermarket mounts are ok. 
2. 4 & 6 Cyl. Engines only. Distributor protectors are allowed, nothing that attaches to engine can be 
wider than the stacks i.e. dist. protector, engine cradles etc. or be used to strengthen cars. 
3. Oil pan and transmission pan may be plated the plate used may be only 1” wider than the pan they are 
welded to they may not connect in any way. 
4. No steel bell housings allowed. 
5. You may use a transmission brace these may not strengthen car in any way and must be approved 
officials. ￼ 
 
SUSPENSION 
1. You may modify tie rods. Valve stem protectors are permitted. A-arms must remain in stock 
configuration. Any tire permitted. Rear trailing arms may be home made no bigger than 2 x 2 square 
tubing or pipe. 
2. Upper a-arms may be welded down with a 1⁄4" x 2" x 2" piece of steel on front and back side of upper 
a- arm and you may plug weld the center of the a-arm. Lower a-arms may not be welded. Cars do not 
have to bounce. Solid suspension is allowed. Coil springs in rear may be welded wired or chained to rear 
end. 
3. Rear end protectors may be used but may not be used to strengthen car in any way. Leaf spring cars 
may replace broken springs with factory 1⁄4 “leaf springs only. No more than 5 springs allowed and must 
have a 2" stagger and mounted in factory location you cannot change coil spring to leaf spring set ups. 
4. Idler arm must be bolted factory to frame no bolts will be permitted all the way through the frame. Sway 
bar may be welded to bottom of frame in the factory location you may use a 1 1⁄2 " x 4” bracket or a 2" 
square tubing or pipe to weld to sway bar to attach to frame. You cannot move the sway bar they must 
mount in factory location. 
5. On front wheel drive cars, you may reinforce the rear axle assembly with 2” x 2” square tubing, 2” angle 
or 2” wide flat plate this may not in any way reinforce the body of the car nothing bigger than 2” X 2” may 
be used. And the 2” X 2“can attach to rear hubs. 
JUDGES DECISIONS ARE FINAL!! 
 
 

*STREET STOCK* 

General: 
 • Any American-made 1980’s & newer  rwd or fwd drive cars. No hearses or limos allowed. 
• Helmet, seat belt, long sleeves/pant and eye protection must be worn at all times on the track. 
• Any questions call first. If it doesn't say you can don't do it. 
• Cars must be stock. 
• ABSOLUTELY No painting of the frames. 
• Must have a 12" x 12" roof sign that does not strengthen the car in any way. 



 

• Car must be swept clean of debris & glass before coming to event. 
o The following must be removed prior to entering the fairgrounds, windows, headlights, taillights, all 
chrome and mirrors. 
• Do not strip under the hood. Battery MAY be LEFT in stock location. But you may put rubber mat over it 
or spray with foam around it not excessively. Do not spray foam on anything else. 
o You may move the battery to the floor inside the car. You may lengthen the cables to reach the battery 
on the floor not the wiring harness. This will be strictly enforced. 
• JUDGES DECSISON IS FINAL. All cars are subjected to re-inspection at ANY time. 
Car Building: 
Must be 100% stock!! 
No cross breeding entire drive must be same make as car (Chevy to Chevy, Ford to Ford and so on) Must 
appear to be factory engine to car with stock exhaust. 
1. Engine must be mounted with stock mounts in stock position. No welding of mounts must be bolted 
only. 
2. No homemade cross members. Cross members must be stock and bolted in not welded. 
3. Doors must be chained or wired. No more than 8 places per door the wire from the bottom of doors 
may go around frame. You may use chain or 2 strands of #9 wire per hole. 
4. Trunks must be chained or wired. No more than 8 places; 2 of these must go around bumper. 
TRUNKS MUST BE OPEN DURING INSPECTION! 
• Car must have deck lid and or tailgate No welding or adding metal. Trunk lid must be in stock location. 
No tucking, wedging, pre bending, smashing, folding or anything else you can think of. No welding 
washers for holes. 
5. Hoods may be wired or chained in 8 spots. You may use chain or 2 strands of #9 wire per hole. It must 
be sheet metal to sheet metal only. 2 strands must be attached to front bumper, either around bumper or 
drill 2 holes in bumper and wire through holes. No welding washers for holes. Must be 12" hole in hood 
incase of fire. Remove hood latch!!! Hood must be open for inspection. 
6. Any tires permitted; double tires permitted. NO foam filled tires & no valve stem protectors. 
7. You may leave stock gas tank in stock location if it is located ahead of the rear axle. If not it must be 
relocated to rear floor of car if this is done you must use a fuel cell or boat tank. No stock fuel tanks 
allowed inside of car. Tank must be secured with #9 wire through the floor & covered! 
• Must only have 3 gallons of gas. You may be asked to drain it if the gauge doesn't work. 
8. Windshield may be left in car OR you can remove windshield! All other glass must be removed, if glass 
is broken inside doors it must be swept clean. 
9. NO CREASING ON THE BODY IS ALLOWED!!!! 
10. Stock type springs and shocks. No solid suspension. SCREW IN TYPE spring risers ARE OK, NO 
wire, 
chains or any weld on rear ends or rear spring pockets. Cars must bounce & cars must be STOCK!!!!! 
11. You must use factory rear end for the car you are running. 
12. You may weld spider gears in rear end to make it posi. No gears are allowed, you must use stock 
axles. 
You are not allowed to change the gear ratio or use aftermarket axles. This will be the driver’s 
responsibility to prove they are not changed. 
13. Bumpers: 
• You may only use an 80 & Newer bumper on car. It must bolt on in the factory location and 
you may collapse the shocks and weld all the way around the shock and the plate to bumper. Dec 
bumpers are permitted ends must remain open no metal added to bumper is allowed. If car has no 
shocks bumper may be welded directly to frame with no metal added. 
• On the back side of bumper where shock mounts you may use a 1⁄4” X 6” X 6” piece of flat 
metal to create a flat mounting surface. 
If bumpers are not welded they must have 2 strands of #9 wire from bumper to core support in front & 2 
strands of #9 wire from bumper to deck lid in rear. 
14. If the car has a wiring harness in front of core support you may move it behind core support. 
15. All body bolts must be factory stock no altering permitted. 
16. You may add a bar behind the drivers seat welded or bolted to the door post, bar must be no larger 
than 4" diameter and may have a 6"x6"x1/4" flat plate welded on each end to attach to the door post 
17. A bar is required inside the drivers door, bar must be secured at top & bottom 



 

Read all rules carefully and follow them! 
It will be a cheap easy build. Any questions call! 
There will be no stretching or bending of any rules or you will either run in the modified class or go home!! 
Judges Decision are Final!!!! 
 

 
*WINDSHIELD* 
 
May also run Mini Car fig 8 
1. Any 1980 and newer front wheel drive car with "6" cylinders or less, may be pre run but must still 
conform to fresh car rules. Cars may be painted. 
2. Windshield is preferred but optional, if removed you must have a vertical bar or wire in windshield 
area. All other glass must be removed. * Broken glass inside doors must be swept clean, if windshield is 
removed all glass along trim edge must be removed, same for rear window. 
3. Body/Bumpers: Bumper covers, outside moldings, mirrors, outside lights, hood latch, and exhaust 
must be removed (catalytic converter and forward may stay in place). No cutting, bending, hammering, or 
creasing body is allowed. Trunk lids and rear bumpers may not be removed. Cars with factory installed 
plastic or fiberglass "FRONT" bumper may replace them with a comparable bumper. You may not replace 
a missing or damaged bumper with a chrome bumper unless it came factory on that car. Bumper may be 
bolted on with up to four 3/8 bolts per side (8 total) or four 1 inch tack welds per side (8 total). The same 
will apply to pre-ran cars to replace bumpers that have been torn off in a previous event. Front bumpers 
must be wired through the bumper to core support in 4 spots, two strands per spot . Rear bumpers must 
be stock and remain in place. Rear bumpers must be wired to deck lid in 2 places with 2 strands of #9 
wire, either around bumper or holes drilled and wire run through bumper. 
4. Broken tie rods my be welded but no adding steel or strengthening in any way. 
5. Gas tank, computer, all electrical components (except inertia switches), shifter, and wiring must 
remain operational and in original location and not be protected in any way other than spray foam 
insulation around battery. Fuel gauge should not read more then 1/4 tank, 5 gal maximum. Battery may 
remain in original location or be moved inside car if secured through the floor and suitably covered. 
6. Doors may be wired or chained shut only at vertical seams and not to front fenders and MUST have 
car 
number in contrasting color. Driver's side must have bar inside door for safety. Bar must be fastened at 
top & bottom with nothing less than #9 wire. One optional bar behind the seat may be bolted in place. 
7. Hood must have 12" hole, hood and trunk may be wired shut in 4 spots sheet metal to sheet 
metal. 
8. Original rims (must have all four) and radial tires, no snow tires or tubes. You may run donut spares on 
the back. 
9. Driver's side air bag must be removed or deactivated, any others are optional, no other interior to 
be removed with the exception of door panels for glass removal. 
 
 
*WIRE* 
 
W-1. Any year, front engine, over 107 ½' wheel base, hard top automobile or station wagon is allowed. 
No trucks, imperial, Jeeps, hearse, 4X4, SUV's, or carryalls. 
W-2. Tires: Any 
W-3. Aftermarket or modified Rear-ends 8 lug or less are allowed. Axles made with dual bolt patterns may 
run up to 10 studs and nuts. Trailing arms must be mounted in factory location on the frame and must be 
free to travel. 
W-4. Engine and transmissions swaps are allowed. Aftermarket shifters and homemade up to max size 
4x4 cross members are allowed. You may weld angle 4”wide by 6” long to the frame to mount cross 
member. The bottom of the oil pan and transmission may have a skid plate 24 inches wide and can not 
go a past oil pan sump and no farther back then the transmission pan. It can not touch the crossmember. 
Stacks must point up or down, not forward, backward, or to the sides. 
W-5. No full engine cradles (engine armor). You may run a lower engine cradle with pulley protector and 



 

transmission protectors allowed. Must be skeleton tube style.  
W-6. You may run a simple distributor protector no halo, no carburetor protector, nothing wider then the 
engine, and nothing down the sides of the engine no mid plate. You may run a slider drive shaft. 
W-7. Steel bells are allowed but no transmission brace. 
W-8. Bumpers may not be homemade and must be stock appearing from the front and have factory skin. 
You may add any material to the “INSIDE” the bumper. You may fold and or weld any seam in the 
bumper and may use any year “CAR” bumper but you may NOT alter the shape or contour of the bumper. 
No trailer hitches allowed. No Chrysler “pointy” bumpers allowed. Bumper shocks may be collapsed and 
welded. You may build a shock by welding metal to the bumper and sliding it into frame no more than 10 
inches. Must be inside of the frame. Factory holes must be left open. Core support mount must remain in 
stock position and both welds must stay factory. Bumpers may be flipped over. Bumper height max. 22" 
(front) and minimum 15" (rear) measured from bottom of the bumper to the ground. On 1971 to 1976 
Pontiac, Buick, Oldsmobile you may change bumper mounts to Chevy cup style (shock boxes) on the 
front but no excessive welding. On rear bumpers two piece of up to 2” by 8”strap per frame rail may be 
welded to frame rail ('71 to '76 GM wagons to bumper shock bracket) body may weld to body. 
W-9. Driver's door may be welded solid and must have safety bar. Inside of drivers door may be plated for 
drivers safety. All other doors must be fastened with wire only. Unlimited wire on doors may run from 
sheet metal to sheet metal only, not frame and not in window openings. Both front doors must contain car 
number in contrasting color. 
W-10. Steering components may not be altered other than steering columns which may be altered from 
gear box to steering wheel. No altering or reinforcing suspension components other than rear control 
arms may be aftermarket or braced. 
W-11. CAGE  1. You may have a cage surrounding the drivers compartment with a roll over bar. Bars 6” 
dia. max. must be sheet metal to sheet metal only you may use 10” X 10” X ¼” plate to attach bars to 
sheet metal. The gas tank protector cannot go past the package tray. 2. The dash bar must be 5” from 
center of firewall the bar behind the seat can sit no further back than where the kick panel meets the 
bench seat and must be at least 5” off the floor.  3. roll over bar must be straight up and down no angling 
permitted you may use a gas tank protector they can be 32” wide and extend to sheet metal.  4 Door bars 
may be no farther forward than the firewall and extend into rear doors on 4 door cars they  Must stop 2” 
from back of door on 2 door cars they must stop 3” from rear wheel well on the body the  Rear of these 
bars must be free floating and may not attach to body. You may have gussets in cage at   the corners. 
You can have two, one per side down legs welded from cage to frame but must be centered in both front 
doors. 
W-12. You may tilt box only by cutting the welds and re-welding. No more then 3/8 bead of weld. The 
flaps can’t be beat back/formed to the frame. You may add a factory guest in a non guest car. Must be 
factory to that car year. 03 and newer can not be tilted You may notch or pre-bend rear frame. No hump 
plates allowed. You may chain or wire hump to hump. 1. You may go around frame and bolt chain or twist 
9 wire. No bigger then 3/8 chain. No more then 5 strands of wire. ￼2. You can use one of the fix it plates 
per frame rail and weld your chain to it or a angle with a hole in it for your 9 wire. 
W-13. Core Support / Radiator: You may change core support bolts with up to a 3/4” bolt and add up to 5” 
spacers, bolts may extend thru hood but not bottom of frame and no washers may be welded in place. No 
homemade radiators. Radiator must remain in original location and must be filled with water only, no 
antifreeze. No radiator “tank” protectors (tanks must be exposed). Radiator may be mounted with one 
piece of steel (maximum of 3”) per side to core support or wired in place. No adding anything in the center 
across the top of the core support. You may use a/c condenser, screen, or expanded metal in front of 
radiator but may not be welded or excessive. Bolted or 9 wire. 5 spots total. Overflow hose must point 
down. You may cut and reweld to raise bottom of core support up to get height for radiator. 
W-14. Hood and trunk must a have minimum of 12” inch inspection hole. Hood may be held down with up 
to 4 double strands of #9 or smaller wire and the two core support bolts, or up to six double strands of 
wire only. You may remove or cut trunk lid (or tailgate) in half. Trunk lids may be wired in up to 8 places 
with single or double strands of #9 or smaller wire sheet metal to sheet metal only. No welding washers or 
other material to any sheet metal. If you choose to not run a trunk lid (or tailgate on wagons) you may not 
use any wire in that area.  Rear window bar no bigger then 2x2 tube. You can weld it to a 3x3 by 1/4 plate 
to trunk lid only. Not package tray. No farther back then 12 inches from Drip edge and package tray. Must 
bolt to the roof. You may push the trunk down and must stay on factory drip edge. A bar or wire is 
mandatory in windshield area. If a bar is used must be left or right of the DP. 



 

W-15. You may change the body bolts up to ½” bolts and 3” washers. Must be 1” space between body 
and frame. No welding washers to any sheet metal. 
W-16. You may add up to four double strands of #9 or smaller wire from the core support to the bumper, 
not through the hood. You may add up to 2 strands per side #9 or smaller wire from front fenders to core 
support (sheet metal to sheet metal only), no washers welded to sheet metal or core support). 
W-17. Fuel to be gasoline only, no alcohol. Only tanks permitted are STEEL (NO PLASTIC) boat tanks or 
metal fuel cells and must be mounted in the area of the back seat and suitably covered. Rubber and steel 
lines can be run under floorboards. Steel lines may run inside the car. Rubber lines inside the car must be 
run inside another hose. ALL FUEL LINES AND TANKS WILL BE AT THE DISCRETION OF THE 
INSPECTORS! Vehicles requiring electric fuel pumps must have an operational fuel pump kill switch. All 
original fuel tanks must be removed. 
W-18. Suspension jack screws (twisty jacks) or other material may be used in coil springs but suspension 
must move up and down. You may change a-arms on 92 to 02 to 80s style. Must use same factory 
brackets that are on the year your changing. That means no weld older style brackets on newer frames. 
No chaining up or down any suspension or welding to any support. Where applicable leaf springs must be 
equal to or less than factory stock and have no more than 6 clamps per side. Rear shocks must be 
working "factory manufactured shocks". No coil spring to leaf spring conversions. 
Watts link conversions on 98 and newer cars are permitted you must use 1⁄4” X 2” X 2” square tubing or 
2” round pipe for rear trailing arms .Upper and lower mounting brackets uppers must be mounted to the 
package tray and lowers must be mounted on side of frame. (Cannot be mounted inside or on top or 
bottom of frame) can be no larger than 7” X 7”. If you run a sway bar it must be mounted in the factory 
position the ends can be heated and bolted to the a-arm with no bigger than a ½” bolt. Must have a 1” 
gap from pulley protector. 
2003 and newer cars will run factory aluminum cradle with factory rack and Pinion steering you cannot 
change suspension components. Must stay factory suspension you may change steering column from 
rack and pinion to the steering wheel to an aftermarket style. ￼￼ 
 W-19. Cars can be creased. 
W-20. Pre ran cars ONLY maybe re stubbed at box only no added metal  DONT OVER WELD OR IT 
WILL BE CUT!! You are allowed total of 6 4x4 1/4 inch fix it plates on Fresh or Pre Ran cars. 3 per frame 
rail. 
 

*MOD* 

 

General: You must pass inspection within 3 times through inspection or you will not be allowed to run. 

All cars must be inspected 30 min before drivers meeting. 

1. Any American-made sedan or station wagon. 2. A 12“ x 12“ roof sign is mandatory, it cannot 

strengthen the car in anyway.  3. Cars must be stock unless modifications stated in rules. Cars must have 

functioning brakes at all times, at least on one axle. No painting of the frames, inside of body of car, or 

underneath of car and inside of trunk.  4. Helmet, seat belt, long sleeves/pants and eye protection must 

be worn at all times.  5. Any questions call first if it doesn’t say you can don’t do it. Numbers are listed 

above. 6. Any controversies or protests must be brought up during the drivers meeting. We have the right 

to reinspect cut or drill any car at any time. If you are caught breaking the rules set here forth you will 

forfeit any and all winnings and or prizes you are due.  Judges decisions are final. If you stretch a rule you 

will lose that rule.  7. All glass, plastic, and interior must be removed before arriving to the event. Any tires 

are permitted including doubling of tires. Valve stem protectors are. 8. You must call and submit pictures 

for approval.  Parts that are not approved before the derby will not be permitted to run. 

 

FRAME  1. Trailer hitches and braces must be removed. No plating, pinning, heat treating, stuffing the 

frame of any kind. No welds on frame may exceed a single pass 3/8” max. No weave passes or building 

the weld up will be permitted. All unused bolts must be removed from frame. Do not paint frame!! 

2. You may seem weld frame from firewall forward top side only with a single bead of weld no weave 

passes or excessive welds will be permitted! No welds bigger than 3/8” permitted. 



 

3. For coil sprung cars you may use a hump plate they may be 3/8"x 6" x 32" centered in the hump they 

will be measured from the top center of the hump and must start no lower than the center of the frame. 

Hump plate must be at least 2" from rear end housing. On leaf spring cars you may use a 3/8"x 6” x 22” 

hump plate. 

4. No frame creasing or hammering or beating down the top/bottom or sides of frame in any way 

permitted. You can notch or crease the last 12” of rear frame this is to help rear of car roll not to 

strengthen the frame. 

5. If a car has frame damage you must call first to repair it. Frame spacers for body can be no larger than 

3” in diameter and must be 1 inch tall. These may not weld to frame in any way. 

6. No welding washers, Plates, or anything else over top or inside of spring pockets. 

7. Cars may be pitched in 1 spot only. 

8. You may add a total of 6 fix it plates 4x4x1/4,  3 per frame rail on fresh or pre ran cars. If you move a 

fix it plate to another location you must completely remove the plate and welds you are replacing. All FIX 

IT PLATES MUST BE PAINTED WHITE!   You can add one kicker per frame rail from behind a-arm to 

dash bar. 

2003 and up frames 

1.You may weldin engine cradles from older FORD cars only. Must be factory cradle. 

2. You  may weld factory brackets from older FORD cars to mount suspension. No homemade brackets 

to be welded to frame. Only ½” welds allowed! You may weld a ¼” piece of steel to the side of the frame 

as a ball joint protector. Ball joint protector MUST have a 1” gap between the upper part of the spindle 

and side of frame. Ball joint protector may not be bigger than 2’X 2”. Bolt in cradles and brackets are 

welcome. Must bolt in factory frame holes. Can not be excessive or strengthen the frame or body in any 

way. Brackets for mounting lower A arms to frame may not exceed 3/8” and may not have gussets. Any 

material used to bolt cradle to the frame may not exceed 3/8”. Steel that is welded to factory cradle (K 

FRAME) that is used to bolt to the 03 and up frame may not be longer than 18”! Bolt in cradles may also 

have ball joint protector, as specified above. 

All steering must be bolted in not welded! When mounting steering box you may weld one piece of pipe to 

the out side of the frame for the third bolt. Pipe can be no longer than 6” and no larger than ½” diameter. 

The other 2 may have a sleeve going through the frame(6” long & ½” diameter). Only 3 bolts may be used 

to mount steering box. Idler arm may only go through one thickness of frame. Cap at firewall may be 

welded where it isn’t welded from the factory. ALL OTHER FRAME RULES APPLY TO 2003 AND UP!!  

FRAMES MAY NOT BE SHORTENED AT ALL!!!! 

 

BUMPERS  1. Homemade bumpers are permitted If you choose to manufacture a homemade bumper it 

must conform to the following size limits. It can be no larger than 8”x8”. The point must taper over an area 

of at least 32” wide and cannot exceed 12” wide at the tip of the point. The point may only extend out 4” 

from the flat part of the bumper. If using a factory bumper it may be loaded or stuffed full. 

 2. Bumpers may be no lower than 14” and no higher than 22” to bottom of bumper this will be strictly 

enforced. Rear bumper may be seam welded no metal may be added to rear bumper. 

3. Bumper shocks and bumper brackets may be welded to the outside of the frame.  Nothing inside of the 

frame. You can have a 4 X 14 x 3/8 plate welded to the frame. Can be mounted to either the topside or 

outside of the frame. Plate must be flat or aftermarket with no more than 2 3/4" contour. You cannot bend 

the bracket over the top or bottom of the frame. You can hard nose the front bumper you may use a 2” x 

6” x ¼” plate to weld bumper the frame 2 per mounting point these plates. On 71-76 gm wagons you may 

use 6 of these plates to weld rear bumper to the body. If using a shock, it must be a factory shock and 

must be inside of frame, brackets must only be on the side of frame where the factory bracket attaches 

not top or bottom  

4. on 1980 and newer cars the front frame may be cut off in front of the front body mount at the core 

support body mount cannot be moved in any way.    

 

SUSPENSION  1. Rear end of choice permitted. Tie rods may be reinforced. Bead locks may be used no 

bigger than 21” from edge to edge. 



 

2. Upper a-arms may be welded down by folding down the front side and rear side of a-arm and welding 

to frame with a 1/4” X 2” X 6” piece of metal on front and rear side of A Arms. The strapping to weld down 

a-arms cannot extend farther than 2” from a-arm in any place. Lower A-Arms may not be welded. You can 

change out the new style A-arms for old style ones. Cars do not have to bounce solid suspension is 

allowed. 

3. Rear end braces may be used but may not be used to strengthen car in any way. 

4. Leaf spring cars may replace broken springs with 5/16 springs. No more than 7 springs allowed and 

must have a 1” stagger and mounted in factory location you cannot move spring mounting location. 

5. Solid shocks permitted. you may use 1” all thread for shocks 

6. Coil spring cars may use 2 x 2 square tubing for trailing arms they must be in factory location no 

relocating trailing arms permitted. Leaf spring clamps may be 2'' wide 3/8” thick 4 per side allowed  

7. If sway bars are used, factory sway bar brackets must be used on frame. No welding allowed. 

8. On front coil springs you cannot use any spring spacers on top of coil going inside of frame. You 

cannot have any metal or any other material around, on top of, or in coil spring inside of frame. 

9. The top edge of a-arm toward engine cannot be beat down to frame they must remain in factory shape 

and cannot be welded in any way.  

10. Coil spring cars may be converted to leaf springs 7 springs maximum 5/16” thick 2 ½” wide and no 

longer than 60” in length there must be a 1” stair step. Springs cannot mount farther forward than the 

body mount in front of rear end main leaf must be on top of springs and rear end must set on top of main. 

Front mounting bracket may be 3½” wide X 5” long no thicker than ¼” Rear shackle can be no bigger 

than ¼” X 5” and must be a working shackle. If you add leafs you can use a 3/8"x 6” x 22  hump plate. 

11. On factory leaf cars spring may be moved to bottom of frame the front eye of spring must be no 

further forward on car as the factory spring is mounted. On coil to leaf conversion cars the front eye of 

spring can be no farther forward than the body mount in front of rear tire. 

 

BODY  1. Body-to-frame hardware and bushings may be replaced with 5/8 “bolts, up to 30” long & must 

be one straight rod no cutting & welding to make up the 30”, with 3" top and bottom metal washer. 

Washers not to exceed 3" x 3". If body bolts are replaced there must be a 1" spacing between body and 

frame. No exceptions cars without a space will not be permitted to run. Do not weld the body washers to 

the floor or frame. All washers must be free floating body bolts must start and stop in factory location and 

cannot run to bottom of frame bottom of bolts must be inside of frame except for front two body bolts at 

core support these may run through frame. For inspection the front body bolt at core support on 

passenger side must be removed for inspection and replaced after inspection. 

2. Doors may be welded all the way around on outside of body only with ¼: x 3” wide strapping no 

excessive overlapping of strapping is permitted. 

3. Deck lids and tailgates may be welded all the way around using ¼” x 3” wide pieces of steel, deck lids 

may be folded down in the trunk, trunk lids may be dipped along with speaker deck. Speaker deck can be 

removed,  trunk lid can be welded to sheet metal at quarter panels and taillight assemblies only, nothing 

may be welded inside of trunk. Two (2) 8” x 8” inspection holes must be put in all deck lids within 2” of 

trunk strapping in center of deck lid for inspection and fire safety. Deck lids must be factory for make and 

model of car i.e.: ford to ford 

4. Hood may be 9 wired in 8 places or bolted in 6 places bolts may be 5/8” in dia... Front 2 body mounts 

may extend through core support and used as front 2 of the 6 hood bolts 1” all thread max for the front 

two body bolts only you cannot sleeve the all thread with anything from bottom of core support and 

above. A 12” hole minimum must be in the hood. The front 2 body bolts must be straight up and down. 

5. No x/wire will be permitted in window or door areas. Rear window bar are permitted in sedans only mild 

steel strapping 3/8” x 3" wide and welded 3"on roof at window area and 3” welded to deck lid at window 

area. There must be a 6” space from window bar to gas tank protector. Front window area you may use 9 

wire from roof to firewall in 2 places to protect driver from hood. 

6. You can tuck the center of trunk but you cannot roll quarters over the deck lid or tailgate. Quarter 

panels must stay in factory location. No wedging of trunks or tops of cars permitted. On pre-ran cars you 

may tuck the deck lid a little to repair body damage body creasing permitted. 



 

7. Core support may not be moved must be in factory position and be in line with body mount holes in 

frame. No welding on firewall of car permitted for any reason. No seam welding on body will be permitted. 

8. A ¼ " x 6” wide plate may be used on driver's door only this must be on outside of door and centered 

and may run from door seam to door seam.  9. No extra brackets, bracing, of any type permitted on body 

of car.  10. You may plate drivers and passenger front doors with steel from door seam to door seam this 

is for added safety to drivers.  

 

CAGE  1. You may have a cage surrounding the drivers compartment with a roll over bar. Bars 6” dia. 

max. must be sheet metal to sheet metal only you may use 10” X 10” X ¼” plate to attach bars to sheet 

metal. On non-package tray cars the gas tank protector cannot go past the center line of rear end or you 

may 

have a rear bar on gas tank protector that goes from rear door to rear door against wheel tubs to be used 

as a gas tank protector the sheet metal cannot be removed. 

2. The dash bar must be 2” from center of firewall the bar behind the seat can sit no further back than 

where the kick panel meets the bench seat and must be at least 5” off the floor. 

  3. roll over bar must be straight up and down no angling permitted you may use a gas tank protector 

they can be 32” wide and extend to sheet metal. 

4. You may use a bar from roll over bar across roof and connect to dash bar this bar must be 5” from any 

sheet metal. 

5. Door bars may be no farther forward than the firewall and extend into rear doors on 4 door cars they  

Must stop 2” from back of door on 2 door cars they must stop 3” from rear wheel well on the body the  

Rear of these bars must be free floating and may not attach to body. You may have gussets in cage at   

the corners. 

6.You may have 2 down legs from door bar to top of frame, down leg must be in the center of front doors 

& may be 6” dia. Max.  

 

ENGINE / TRANSMISSION  1. Engine swaps are o.k. no form of mounting engine and transmission may 

strengthen frame or body. 

2. You must use a frame mount to attach engine to frame. Aftermarket mounts are ok (Overkill, ZTR and 

Ski Inc. bar style type mounts are fine). Engine can be welded in solid. No chains permitted to engine. 

Nothing may be welded to frame rails engine mounting must weld only to cradle under engine. 

  3. External headers may be used straight up through hood only. Radiators may be removed but cannot 

be relocated in the vehicle. Radiator overflow must be pointed down to the ground. Bolting of sub bracing 

of hood is permitted if hole is cut in hood but shall not exceed 8 - ½ “bolts in hood. 

4. Distributor protectors and engine cradles will be permitted. Mounting of these may not strengthen car in 

any manner. Nothing on engine may be wider than stacks. 

5. Transmission protectors are allowed. They may not attach or brace to the cross member, frame, or any 

part of the cage components Trans blanket is recommended. OEM trans cross member or 2X 2 X 1/4” 

max replacement. Skid plates are allowed. They may be one piece from engine to transmission. They 

may not extend past oil pan or transmission pan. Don’t connect to transmission cross member. NO bolting 

or welding the skid plate to the frame. Trans mount may be bolted or welded in. 

6. Original gas tank must be removed and replaced with a boat-type tank or fuel cell only. Must be moved 

inside of car behind driver’s seat but no further back than rear axle no ratchet straps may be used on fuel 

tanks they must be securely fastened with bolts and metal straps. No stock tanks inside of car. 

7. Batteries must be moved to passenger side floorboard and securely fastened. 

8. You may run an electric fuel pump, but you must have a on and off switch clearly marked. 

9. All fuel lines must be secure and leak proof. Any method of mounting tanks can in no way strengthen 

your car. 

10. Any stock type radiator is allowed and must be mounted in stock location. You may (float your 

radiator) using 9 wire, bungee straps, or anything of that nature, maximum of 3 spots. If using a steel fan 

it must be a clutch fan and covered with the hood. Plastic solid fans will be acceptable. Electric fans are 

permitted. 



 

11. No chains to engine permitted. No water coolers or overflow bottles are allowed must be factory car 

radiator or an OEM replacement only. Auxiliary transmission coolers are permitted they must be covered 

and securely mounted. 

12. No radiator protectors or fan protectors permitted.  If you hammer / shape / weld on frame in any 

manner not covered in the rules you will not be able to run there is no fixing this 

If running an aluminum factory cradle you may kick the lower part of the strut and weld the bolt to the 

lower A arm only!  Ball joints from a 97 and older FORD (VIC, LINCOLN OR GRAND MARQUIS) may be 

welded to the upper and lower A arms to achieve mounting of a 97 and older spindle. Front crush points 

on frame MUST remain stock.(NO CUTTING, FILLING OR REPOSITIONING THEM). You may weld a 

3/8” chain to side of frame and attach lower A arm to hold coil spring in. Chain can not exceed 14” in 

length. Nomore than 3 links may be welded to frame. One chain per side. 

 


